
TAMTRON OY
P.O. Box 15,
FIN-33561 Tampere, Finland
Tel. +358 3 3143 5000
Fax +358 3 3143 5050
Email: weighing@tamtron.fi
www.tamtron.fi

Easy operation

The Tamtron BCS portable crane scales are easy to
handle because of compact construction. The scales
are designed for occasional as well as continuous use.
The BCS scales provide a long operation time by using
reliable, maintenance-free rechargeable batteries.

Reliable and safe in use

The robust construction of BCS ensures reliable operation
in even the hardest industrial environment. The weighing
electronics are integrated in a casted aluminium housing
providing a good protection against both mechanical
impacts and humidity. The BCS’ breaking strength is
five times the capacity ensuring safe working in all
conditions.

Versatile for various needs

The standard functions of BCS are zeroing, taring and
gross/net, which are operated by push buttons. Optional
functions such as peak hold and kg/lbs-display are also
available. In case the access to the scale is restricted,
the BCS-E model is the right choice. This model has a
full-functions hand-held remote display with 10 m cable.
The extensive range of capacities from 200 kg up to 200
tons offers scales for various needs.

Reliable, accurate
and easy to use

BCS BCS-E

Technical data
• Accuracy ±0,1 % of capacity.
• Display 17 mm LCD with back-light.
• Functions by push buttons:

zeroing, taring and gross/net.
• Taring range 100 % of capacity.
• Breaking strength five times capacity.
• Allowed peak load two times capacity.
• Overload warning.
• Battery operated. Operation time more than

100 hours in normal use with fully charged battery.
• Battery Voltage Indicator.
• Stand-by mode.
• Optional functions: peak hold, kg/lbs display.
• External charger 230 V, 50 Hz.
• Working temperature range -20˚C to +50˚C
• Cast aluminium case IP 65.
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Accurate and safe weighing
capacities from 200 kg up to 200 t
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